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DC-HPC Technology
NACS - 800A

Our charging cables and connectors are the result of continuous research and
development. By using high-quality materials and state-of-the-art production processes,
they meet the highest standards in industry, automation, and E-mobility.

Rely on the quality and reliability of BRUGG eConnect.
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Cable solutions for a sustainable future

PURWIL HPC NACS 800 LCC

The NACS connector offers significant advantages in

safety and handling, thanks to its ergonomic handle.

It can reach continuous currents of up to 800 A* and

up to 1 000 V DC without compromising safety or

efficiency. Furthermore, our patented cooled solutions

are the most efficient on the market and demonstrate

a strong commitment to sustainability.

Benefits for your charging station:

4
4
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Fast Charging
Efficiently charge to maximize flexibility.

Patented Cooling Technology

Our patented cooled cable construction and
connection technology (US Patent 12,183,487 B2)
ensures unbeatable performance in market thanks
to the direct cooling of the copper and the power
contacts in the connector.

Complete Cooling Solution

Our experts work closely with you to
develop the ideal solution tailored to your
specific requirements.

Customized Solutions
Individual cable lengths and assembly
according to your needs.

Easy Maintenance
Quick replacement of wear parts.

Sustainable
Coolant with water-glycol base, eliminating
environmentally harmful alternatives.

Product Specifications

Description Rated Current

PURWIL HPC NACS 800 LCC 500 A-800A"

Technical Data - DC

Mode 4: NACS HPC

« Rated Voltage: 1000V DC

« Rated Current (continuous): 500 A - 800 A"
= UL 2251:2022 - E533817

UL 2263:2022 - E530622

Protection Class 3S

Operating Temperature: -30 °C to +40 °C
(-22 °F to +104 °F) "

Charging cable properties:

Environmentally friendly
« Biodegradable
« Eco-friendly coolant

Rollover-resistant
= Wear-resistant
« Excellent oil and petrol resistance

Heat / Cold

= Temperature range: -40°C to +90°C
(in case of short circuit +160°C for 5s)

« Resistant to temperature cycling

i

i Sturdy
_ « Flame-retardant according to
IEC 60332-1
« Resistant to hydrolysis, ozone and
weathering

= UV radiation-resistant
» Halogen-free

Flexible
« Min. bending radius 10xD

Diameter Cable Weight
38.30 +/-0.4mm (1.51+/-0.016in) 1.80 kg/m (1.21 1b/ft)
F. Current carrying capacity depends on the cooling unit, ambient conditions and cable
mbient temperature possible with power derating (temperature limit of the DC contacts o
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PURWIL HPC NACS 800 LCC

Precision meets performance: our NACS connector guarantees maximum reliability and durability under the most
demanding conditions. Thanks to the use of high-quality materials and manufacturing processes, we are setting new

standards in the industry.

PCBA

Guarantees a stable and lasting communication
with the vehicle, including functionalities such as

charging port open/close and stop request

Easy and Quick Maintenance
Replaceable front face and contacts

Logo

Patented Direct Cooling System
The direct cooling of the copper and
DC-contacts ensures the most efficient
cooling system on the market

301 mm (11.85 in)

62 mm (2.44 in)

|1

58 mm (2.28 in)

156 mm (6.14 in)

735

281 mm (11.06 in)

® 50 mm (1.97 in)

Customization option

70 mm (2.76 in)

Ergonomic Design

The handle offers improved ergonomics

and a comfortable grip, enhancing customer
experience and maximizing the safety and
durability of the connector

High-Quality Materials
Ensure the optimal hold of the
connector

Customized Solutions
Cable length and end assembly options
according to your needs

Provisional image
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Satisfied customers are your success: With our products, you ensure high customer satisfaction and increase
sales figures. Our comprehensive consulting and service support you in this endeavor.

Supplier

BRUGG eConnect AG
Industriestrasse 19
5200 Brugg
Switzerland

bruggeconnect.com
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